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0. USE EXISTING CONDUIT. 5 5 PRIOR TO INSTALL ING PROPOSED SIGNAL EQUIPMENT. IF ANY ;TOD NO: XX439-15
. A H (R S H UTILITY CONFLICTS SHOULD ARISE., THE CONTRACTOR SHALL : SHA NO: PG995B58
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PAVEMENT MARKING ARROWS (SEE PAVEMENT MARKING ARROW DETAIL J. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO
X. REMOVE EXISTING PAVEMENT MARKINGS (NOT SHOWN) AND INSTALL THE INSTALLATION OF ALL PROPDOSED SIGNAL EOQUIPMENT. RIGHT OF WAY

S. INSTALL 5" HEAT APPLIED WHITE PERMANENT PAVEMENT MARKING L INE

12" HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
(3"LINE-3'SPACE).

PAVEMENT MARKINGS FOR CROSSWALK. CONDUIT INSTALLATION MUST 3.

PLAT NO. 32656

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL

BE COMPLETED PRIOR TO THE INSTALLATION OF THE CROSSWALK MARKINGS
(SEE DRAWING (5G-03).

BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPCN
T. REMOVE THE DETECTABLE WARNING SURFACE FROM THE CONCRETE COMPLETIDN OF THE NEW SIGNAL.

(CONCRETE MAY REMAIN ROUGH). STATE OF MARYLAND

DEPARTMENT OF TRANSPORTATION

Y. INSTALL PROPOSED NON-INVASIVE MICRD LOOP PROBES INSIDE 3“ CONDUIT. 6. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING UNUSED

U. REMOVE AND REPLACE EXISTING SIDEWALK/MEDIAN WITH 5” SIDEWALK. CABLES FROM EXISTING HANDHOLES AND CONDUITS UTILIZED STATE HIGHWAY ADMINISTRATION
2. DISCONNECT EXISTING INTERCONNECT CABLE AND RERCUTE TO PROPDSED CABINET. FOR REVISION “B'. OFFICE OF TRAFFIC & SAFETY

V. REMOVE EXISTING PAVEMENT MARKINGS (NOT SHOWN) AND [NSTALL 24" REMOVE EXISTING CONTROLLER CABINET AND EQUIPMENT WITH THE FOUNDATION 7. THE CONTACTOR SHALL BE RESPONSIBLE FOR TERMINATING

TRAFFIC ENGINEERING DESIGN DIVISION

MD 450 (ANNAPOLIS ROAD)
AND GALLATIN STREET

HEAT APPLIED WHITE PERMANENT PREFORMED THERMORPLASTIC PAVEMENT
MARKINGS FOR STOP LINE. CONDUIT INSTALLATION MUST BE COMPLETED
PRIOR TO THE INSTALLATION OF THE STOP LINE MARK]NGS. AA.

REMOVED 12" BELOW GROUND GRADE. ALL SIGNAL CABLES TO THE APPROPRIATE TERMINALS AND
FOR PROPERLY LABELING EACH CABLE.

REMOVE EXI1STING SIGNAL STRUCTURE AND ATTACHED EQUIPMENT. REMOVE FOUNDATION ‘
12" BELOW GROUND GRADE. 8. VIDED CAMERA LOCATION/ALIGNING SHALL BE COORDINATED

WITH THE SHA ENGINEER.
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